Hé théng truyén théng - DCNM-FLSP Panel loa ngoai lap chim

DCNM-FLSP Panel loa ngoai lap chim

DICENTIS

» Thiét ké kiéu cach va hién dai

» Chét lugng am thanh tuyét vdi

£

Panel loa ngoai 1ap chim nay cé muc dich st dung két
hop vdi thiét bi co s& 1ap chim (DCNM-FBD). Panel c6
loa phia sau lugi. Loa co6 chat lugng am thanh tuyét
v3i. Tham chi, loa cé thé hoat déng khi micré dang mé
dé dam bao trai nghiém am thanh t6t nhat cé thé
danh cho dai biéu.

Noi lién thong
« Day cap 2 m (78,7 in), & cudi la khéi dau néi 2 cyc.

Bao gom bo phan

Solwong  Thanh phan

1 Panel loa ngoai DCNM-FLSP I&p chim
Théng sé ky thuat
bién

Phan hditan sé (Hz) (-3dB & mirc 125 Hz - 15000 Hz
danh nghia)

Téng méo séng hai + nhiéu (%) 0.10%

Mcrc dau ra am thanh danh dinh 72 dB SPL
(dBSPL) (tai 0,5 m)
Mtrc d4u ra am thanh téi da 87 dB SPL

(dBSPL)

Tré khang danh nghia (Q) 80 /2W

Co

Kiéu l&p L&p vira khit vao bang kim loai cé
do day 2 mm, hoac két hop véi bo
ghép ndi DCN-FCOUP I&p chim va
n&p I&p chim DCNM-FEC trong moi
trwdrng bat ky

Kich thwere (Cx D xR) (mm) 74mmx 100 mm x 31 mm

Kich thwee (Cx D xR) (in) 3in.x4in.x1.20in.

Trong lwong (g) 175¢g

Trong lwong (Ib) 0.401b

Ma mau RAL 9017 den giao thong

Pac tinh moi trudéng

Theo chuén IEC 60721: bao quan (1K3), van chuyén (2K2) va van hanh (3K4).

Nhiét do van chuyén (°C) -300°C-70°C
Nhiét do van chuyén (°F) -22 OF - 158 OF
Nhiét do bao quan (°C) -58C=14686
Nhiét d6 bao quan (°F) 23°F-113°F
Do &m twong ddikhivanhanh, 5% - 90%

khong ngung tu (%)
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Thong tin dat hang

DCNM-FLSP Panel loa ngoai lap chim
Panel loa ngoai gan phéng.
Ma don hang DCNM-FLSP | F.01U.383.840
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